
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

BA340 

Low Profile Single Cup Monitoring Headset 

Specifications 

Earphone Type      Dynamic 32Ω (Options available) 

Earphone Freq. Response    300-3600Hz minimum 

Earphone Output     99dB (±3dB) SPL with 100mW at 100mm 

Earphone Power Output     Operating 300mW, Maximum 600mW 

Earphone Distortion     Maximum 5% for 1000Hz @ 300mW 

Connector      Customer specified 

Operating Temperature     -25°C to +60°C 

Weight       170 grams (Excluding Connector) 

Environmental      Designed for MIL-STD 810G 

 

 

 

 

Features 

 Low profile single ear cup 

 Left or right ear use 

 Waterproof and rugged 

 Serviceable (replaceable components) 

 Open ear cup provides user „situation awareness‟  

 

For more information, email sales@bergaudio.co.za or visit www.bergaudio.co.za 
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The BA340 monitoring headset is a rugged and 

reliable receive only headset designed for use in 

harsh environmental and operational conditions. 

The low profile, single cup earphone can worn 

on either the left or right ear.   

The earphone specification is customizable to 

suit specific user requirements. 

The open ear cup design provides “situation 

awareness”, enabling the user to hear ambient 

sound, whilst monitoring radio communications. 


